


Ceiling Diffusers, Grilles & Dampers

Aluminum Diffusers

Aluminum Border Only

Core Only

Unit # 3708030 DOOR RETURN GRILLES
Model T700L

Ceiling Diffusers, Grilles & DampersFor use in doors and partitions. 20-ga. V-shaped steel blades block vision
and increase strength. Countersunk screw holes for #8 sheet metal
screws (included). Satin aluminum finish. Includes auxiliary frame.

Unit # 3708017 OPPOSED-BLADE DAMPERS
Model AG95

For use with Series PAS and TDC diffusers. Lever operated; blades regu-
late airflow and ensure even air distribution. Steel construction with mill
finish. Measures 2-3/8” D. Mounts directly to diffuser neck using sheet
metal screws (not included). 

No.
Discharge

Type
Mount.
Type

Neck
Size In.

TDCAAAF3-0606 Adjustable Lay-In 6 x 6
TDCAAAF3-0909 Adjustable Lay-In 9 x 9
TDCAAAF3-1212 Adjustable Lay-In 12 x 12
TDCAAAF3-1515 Adjustable Lay-In 15 x 15
TDCAAAF3-1818 Adjustable Lay-In 18 x 18
TDCAAF1-12/4 Fixed 4-way Surface 12 x 12
TDCAAF1-15/4 Fixed 4-way Surface 15 x 15
TDCAAF1-6/4 Fixed 4-way Surface 6 x 6
TDCAAF1-9/4 Fixed 4-way Surface 9 x 9
TDCAAF3-06 Fixed Lay-In 6 (Dia.)
TDCAAF3-0606 Fixed Lay-In 6 x 6
TDCAAF3-08 Fixed Lay-In 8 (Dia.)
TDCAAF3-0909 Fixed Lay-In 9 x 9
TDCAAF3-10 Fixed Lay-In 10 (Dia.)
TDCAAF3-12 Fixed Lay-In 12 (Dia.)
TDCAAF3-1212 Fixed 3-way Lay-In 12 x 12
TDCAAF3-14 Fixed Lay-In 14 (Dia.)
TDCAAF3-1515 Fixed Lay-In 15 x 15
TDCAAF3-1818 Fixed Lay-In 18 x 18
TDCAAF6-0606 Fixed 4-way Beveled drop face 6 x 6
TDCAAF6-0909 Fixed 4-way Beveled drop face 9 x 9
TDCAAF6-1212 Fixed 4-way Beveled drop face 12 x 12
TDCAAF6-1515 Fixed 4-way Beveled drop face 15 x 15
TDCAAF6-1818 Fixed 4-way Beveled drop face 18 x 18

No.
Size
In.

TDCAABO-0606 6 x 6
TDCAABO-0909 9 x 9
TDCAABO-1212 12 x 12
TDCAABO-1515 15 x 15

No.
Discharge

Type
Size
In.

TDCCO-6/1 1-Way 6 x 6
TDCCO-6/2 CRNR 2-Way, corner blow 6 x 6
TDCCO-6/2 OPP 2-Way, opposing 6 x 6
TDCCO-6/3 3-Way 6 x 6
TDCCO-9/1 1-Way 9 x 9
TDCCO-9/2 CRNR 2-Way, corner blow 9 x 9
TDCCO-9/2 OPP 2-Way, opposing 9 x 9
TDCCO-9/3 3-Way 9 x 9
TDCCO-12/1 1-Way 12 x 12
TDCCO-12/2 CRNR 2-Way, corner blow 12 x 12
TDCCO-12/2 OPP 2-Way, opposing 12 x 12
TDCCO-12/3 3-Way 12 x 12
TDCCO-15/1 1-Way 15 x 15
TDCCO-15/2 CRNR 2-Way, corner blow 15 x 15
TDCCO-15/2 OPP 2-Way, opposing 15 x 15
TDCCO-15/3 3-Way 15 x 15
TDCCO-18/1 1-Way 18 x 18
TDCCO-18/2 CRNR 2-Way, corner blow 18 x 18
TDCCO-18/2 OPP 2-Way, opposing 18 x 18
TDCCO-18/3 3-Way 18 x 18

No.
Size
In.

T700L-1210 12 x 10
T700L-1212 12 x 12
T700L-1408 14 x 8
T700L-1414 14 x 14
T700L-1616 16 x 16
T700L-1812 18 x 12
T700L-1818 18 x 18
T700L-2412 24 x 12
T700L-2418 24 x 18
T700L-2424 24 x 24

No.
Size
In.

AG95-0606 6 x 6
AG95-0808 8 x 8
AG95-0909 9 x 9
AG95-1010 10 x 10
AG95-1212 12 x 12
AG95-1515 15 x 15
AG95-1818 18 x 18
AG95-2210 22 x 10
AG95-2222 22 x 22
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Dampers & Return Grilles
Unit # 3708014OPPOSED-BLADE DAMPERS
Series AG15

Dampers & Return GrillesSlot operated design. Neck-mounted; uses S-
clips for easy installation and removal. Galva-
nized steel construction with mill finish. For use
with Series 300, 350 and 50F dampers.  Mea-
sures 1-5/8” D.

Unit # 3708006 RETURN GRILLES
35° Deflection – Surface Mount –

Model 350RL

Features steel blades with 3/4'' spacing, rein-
forced corners and countersunk screw holes.
White.

Unit # 3708008 RETURN GRILLES
35° Deflection – Lay-In – Model 

350RLTB

Features steel blades with 3/4'' spacing and
reinforced corners. White.

Unit # 3708004 RETURN GRILLES
35° Deflection – Model 350FL

For high humidity areas. Features aluminum
blades with 3/4'' spacing, surface mount border
with reinforced corners and countersunk screw
holes. White. 

No.
Size
In.

AG15-0606 6 x 6
AG15-0808 8 x 8
AG15-1010 10 x 10
AG15-1212 12 x 12
AG15-1414 14 x 14
AG15-1616 16 x 16
AG15-1818 18 x 18
AG15-2210 22 x 10
AG15-2222 22 x 22
AG15-2412 24 x 12
AG15-2424 24 x 24

No.
Duct 

Size In.
Without Opposed-Blade Damper

350RL-0606 6 x 6
350RL-0808 8 x 8
350RL-1006 10 x 6
350RL-1010 10 x 10
350RL-1206 12 x 6
350RL-1208 12 x 8
350RL-1210 12 x 10
350RL-1212 12 x 12
350RL-1406 14 x 6
350RL-1408 14 x 8
350RL-1410 14 x 10

350RL-1412 14 x 12
350RL-1414 14 x 14
350RL-1606 16 x 6
350RL-1608 16 x 8
350RL-1610 16 x 10
350RL-1612 16 x 12
350RL-1614 16 x 14
350RL-1616 16 x 16
350RL-1810 18 x 10
350RL-1812 18 x 12
350RL-1816 18 x 16
350RL-1818 18 x 18
350RL-2010 20 x 10
350RL-2012 20 x 12
350RL-2014 20 x 14
350RL-2016 20 x 16
350RL-2020 20 x 20
350RL-2406 24 x 6
350RL-2408 24 x 8
350RL-2412 24 x 12
350RL-2418 24 x 18
350RL-2424 24 x 24
350RL-3012 30 x 12
350RL-3018 30 x 18
350RL-3024 30 x 24
350RL-3030 30 x 30
350RL-3612 36 x 12
350RL-3618 36 x 18
350RL-3624 36 x 24
350RL-3636 36 x 36
350RL-4824 48 x 24
350RL-4836 48 x 36
350RL-4848 48 x 48

With Opposed-Blade Damper
350RL5-0808 8 x 8
350RL5-1212 12 x 12
350RL5-1818 18 x 18

Size In.
No. Neck Face

Without Opposed-Blade Damper
350RLTB-2210 22 x 10 24 x 12
350RLTB-2222 22 x 22 24 x 24

With Opposed-Blade Damper
350RL5TB-2222 22 x 22 24 x 24

No.
Duct 

Size In.

No.
Duct 

Size In.
Without Opposed-Blade Damper

350FL-0606 6 x 6
350FL-0808 8 x 8
350FL-1010 10 x 10
350FL-1212 12 x 12
350FL-1414 14 x 14
350FL-1616 16 x 16
350FL-1812 18 x 12
350FL-1818 18 x 18
350FL-2412 24 x 12
350FL-2424 24 x 24

With Opposed-Blade Damper
350FL5-0606 6 x 6
350FL5-0804 8 x 4
350FL5-0806 8 x 6
350FL5-0808 8 x 8
350FL5-1006 10 x 6
350FL5-1008 10 x 8
350FL5-1010 10 x 10
350FL5-1206 12 x 6
350FL5-1208 12 x 8
350FL5-1210 12 x 10
350FL5-1212 12 x 12
350FL5-1414 14 x 14
350FL5-1616 16 x 16
350FL5-1812 18 x 12
350FL5-1818 18 x 18
350FL5-2020 20 x 20
350FL5-2412 24 x 12
350FL5-2424 24 x 24

INTEGRITY.
It’s in everything we do.
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Grilles, Frames & Dampers
Unit # 3675002 EGGCRATE GRILLES
Open Cell – Plastic – Model ECP

Grilles, Frames & DampersImproves ventilation, lowers operating tempera-
tures and increases ballast life.  Designed to
repel dust accumulation. Single-piece, injection
molded design. Ship-lap fit provides uniform
appearance on joined panels.

Unit # 3675001 EGGCRATE GRILLES
Aluminum – Model ECA

.016” rigid alumi-
num construction
resists damage
from handing and
installation. For
use in air supply
and return open-
ings, signs, dis-
plays, fluorescent
fixtures and light-
ing applications.

 

Unit # 3695008

CEILING DIFFUSER FRAMES
Series TBPF

Allows T-bar style diffuser to be mounted into
plaster or gypsum ceiling. Aluminum construc-
tion.  White finish.

Unit # 3695006 DOOR GRILLES
Series DGDF

Extruded aluminum construction. Features V-
shaped louvers and double-flange frame. Sur-
face mounting; telescopes to fit doors 1-1/16” to
2-1/8” thick. White.

Unit # 3695012OPPOSED-BLADE DAMPERS
Series OBD

Features tapered blades on 1-1/2” centers for
tight closure and reduced pressure drop. Steel
construction. Operated by screwdriver slot.
Measures 1-1/2” D.

Unit # 3695013 BUTTERFLY DAMPERS
Series BDS

Features dual blades adjustable through dif-
fuser face. Steel construction.

Unit # 3695014 SHUTTER DAMPERS
Radial – Series RSD

Allows precise damper control without interrup-
tion of air pattern. Steel construction.

Unit # 3695015OPPOSED-BLADE DAMPERS
Series D5

For use with 5000 and 5500 Series diffusers.
Snaps into collar from face side before or after
diffuser installation. Control accessible from dif-
fuser face.  Extruded aluminum construction.

No.
Dim.
In.

ECP-2412 24 x 12
ECP-2424 24 x 24
ECP-2448 24 x 48

No.
Dim.
In.

ECA-2412 24 x 12
ECA-2424 24 x 24
ECA-2448 24 x 48

Dim. In.
No. Nom. Overall

TBPF-1212 12 x 12 13-3/16 x 13-3/16
TBPF-1224 12 x 24 13-3/16 x 25-3/16
TBPF-2424 24 x 24 25-3/16 x 25-3/16
TBPF-4824 48 x 24 49-3/16 x 25-3/16

No.
Dim. 
In.

DGDF-1210 12 x 10
DGDF-1212 12 x 12
DGDF-1414 14 x 14
DGDF-1616 16 x 16
DGDF-1812 18 x 12
DGDF-1818 18 x 18
DGDF-2418 24 x 18
DGDF-2424 24 x 24

No.
Duct

Size In.
OBD-0606 6 x 6
OBD-0808 8 x 8
OBD-1010 10 x 10
OBD-1212 12 x 12
OBD-1414 14 x 14
OBD-1818 18 x 18
OBD-2210 22 x 10
OBD-2222 22 x 22
OBD-2412 24 x 12
OBD-2424 24 x 24

No.
Dia.
In.

BDS-6 6
BDS-8 8
BDS-10 10
BDS-12 12
BDS-14 14

No.
Dia.
In.

RSD-6 6
RSD-8 8
RSD-10 10
RSD-12 12

No.
Dim.
In.

D5-0606 6 x 6
D5-0909 9 x 9
D5-1212 12 x 12
D5-1515 15 x 15
D5-1818 18 x 18
15To view specific product and submittal information, visit
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Ceiling Diffusers & Flexible Duct
Unit # 2192001 CEILING DIFFUSERS
Round – AirMate™

Ceiling Diffusers & Flexible DuctFeatures concentric ring design for maximum
performance; ideal for variable air volume (VAV)
systems. Steel construction with white finish.

Diffusers – Model 800

Butterfly Dampers – Model 800D
Controls volume without restricting perfor-
mance. Galvanized steel construction with
removable operator.

Unit # 2828001 FLEXIBLE AIR DUCT
Insulated –  Series 18

For use in air
distribution sys-
tems, connect-
ing ducts, room
inlets or termi-
nal devices.
Puncture-resis-
tant. Features
flexible corru-
gated aluminum
core with water-
tight lock seams,
wrapped in fiber-

glass insulation blanket with metalized polyester
jacket. Bends easily; maintains shape without
sagging. Max. velocity 5000 FPM. 8-ft. length.
R-value 4.2. UL 181 compliant.

Unit # 2828002 FLEXIBLE AIR DUCT
Insulated – Series 30

For use as supply or return duct in low to
medium pressure systems, or as connection to
mixing boxes, diffusers, room inlets or terminal
devices. Puncture-resistant. Features encapsu-
lated steel wire helix core  wrapped in multiple
layers of fiberglass insulation with metalized
polyester jacket. Max. velocity 5000 FPM. 25-ft.
length. UL 181 compliant.

Unit # 2828003 FLEXIBLE AIR DUCT
Insulated – Series 70

For use as supply or return duct in low to
medium pressure systems, or as connection to
mixing boxes, diffusers, room inlets or terminal
devices.  Features encapsulated steel wire helix
core  wrapped in fiberglass insulation blanket
with puncture-resistant gray polyester jacket.
25-ft. length. Max. velocity 5000 FPM. R-value
4.2. UL 181 compliant.

No.
Dim. In.
Dia. x H

800-06 6 x 1-1/16
800-08 8 x 1-1/4
800-10 10 x 1-1/2
800-12 12 x 1-1/2
800-14 14 x 1-3/4

No.
For Diffuser

Dia. In.
800D-06 6
800D-08 8
800D-10 10
800D-12 12
800D-14 14

Think of Tom Barrow Co.
for all your product 

needs!

No.
Dia.
In.

ATCO18-06 6
ATCO18-07 7
ATCO18-08 8
ATCO18-09 9
ATCO18-10 10
ATCO18-12 12
ATCO18-14 14
ATCO18-16 16

No.
Dia.
In.

#030 – R-Value 4.2
ATCO30-06 6
ATCO30-08 8
ATCO30-10 10
ATCO30-12 12
ATCO30-14 14
ATCO30-16 16
ATCO30-18 18
ATCO30-20 20

#031 – R-Value 8.0
ATCO031-06 6
ATCO031-07 7
ATCO031-08 8
ATCO031-09 9
ATCO031-10 10
ATCO031-12 12
ATCO031-14 14
ATCO031-16 16
ATCO031-18 18

#036 – R-Value 6.0
ATCO36-04 4
ATCO36-05 5
ATCO36-06 6
ATCO36-07 7
ATCO36-08 8
ATCO36-09 9
ATCO36-10 10
ATCO36-12 12
ATCO36-14 14
ATCO36-16 16
ATCO36-18 18

No.
Dia.
In.

ATCO70-04 4
ATCO70-05 5
ATCO70-06 6
ATCO70-07 7
ATCO70-08 8
ATCO70-09 9
ATCO70-10 10
ATCO70-12 12
ATCO70-14 14
ATCO70-16 16
ATCO70-18 18
ATCO70-20 20

No.
Dia.
In.
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Takeoffs, Reducers & Transitions
Unit # 3680014 TAKEOFFS
45° – Gasketed

Features galvanized steel construction with
continuous-welded seams and 1” wide gas-
keted flange with pre-drilled screw holes.

Takeoffs, Reducers & Transitions

Unit # 3680004 TAKEOFFS
Rectangular to Round – Model 3300DS

For commercial duct applications. Galvanized
steel construction with continuous-weld seam to
prevent air leakage. 45° design with gasket
flange. Damper handle standoff allows use with
blanket-type insulation.

Unit # 3702009 SADDLE TAPS

Galvanized sheet metal construction with fire-
retardant polyethylene foam gasket. Includes
scoop and damper.

Unit # 3692007

DAMPERS
Round

Features 28-ga. steel construction. Includes
quadrant.

Unit # 3692005 REDUCERS
Short – Model SR

28-ga. steel construction. 

Unit # 3683003

DUCT TRANSITIONS
Round to Round

24-ga. steel construction. Features 2-1/2” deep
collar with raised bead for secure connections.
Black painted interior.

Dim. In.
No. Dia. Rect. Open. Ht.

28 Ga.
3300-06 6 12 x 6 8-1/2
3300-08 8 12 x 6 8-1/2

26 Ga.
3300-10 10 16 x 6-3/4 9-1/2
3300-12 12 18 x 8-1/2 10-1/2
3300-14 14 20 x 9-1/2 10-1/2

24 Ga.
3300-16 16 24 x 12 10-1/2

No.
Dia.
In.

3300DS-06 6
3300DS-07 7
3300DS-08 8
3300DS-09 9
3300DS-10 10
3300DS-12 12
3300DS-14 14
3300DS-16 16

No.
Dia.
In. Gauge

For Pipe
Dia. In.

SAD-TAP-M174-06 6 30 8 to 12
SAD-TAP-M174-08 8 30 10 to 14
SAD-TAP-M174-10 10 30 12 to 16
SAD-TAP-M174-12 12 28 14 to 18
SAD-TAP-M174-14 14 28 16 to 20

No.
Model

No.
Dia.
In.

DQ-06 D-1-06 6
DQ-08 D-1-08 8
DQ-10 D-1-10 10
DQ-12 D-1-12 12
DQ-14 D-1-14 14
DQ-16 D-1-16 16
DQ-18 D-1-18 18
DQ-20 D-1-20 20

No.
Dia.
In.

SR-6/4 6 x 4
SR-6/5 6 x 5
SR-8/6 8 x 6
SR-8/7 8 x 7
SR-10/8 10 x 8
SR-10/9 10 x 9
SR-12/8 12 x 8
SR-12/10 12 x 10
SR-14/12 14 x 12
SR-16/14 16 x 14
SR-16/15 16 x 15

Dia. In.
No. Base Inlet

RTR-8/6 8 6
RTR-10/8 10 8
RTR-12/10 12 10
RTR-14/12 14 12
RTR-16/14 16 14

Think of TOM BARROW CO. 
for all your product needs!
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Flashings, Vent Caps & Pipe Supports
Unit # 3674013 FLASHINGS

Standard. Fits flat to 5/12 pitch roofs. Double-seam construction prevents
leakage. 
Tall Cone. Fits flat to 1/12 pitch roofs. Prevents leakage when used on
flat roofs in snow-packed areas.

Unit # 3674001 UNIVERSAL CAPS
 Model C

Prevents wind from blowing exhaust gases back into structure. Allows
vent termination at minimum height above roof. UL listed.

Unit # 3674002 UNIVERSAL CAPS
 Model CW

Prevents wind from blowing exhaust gases back into structure. Features
ports and baffles to protect against rain and debris. Allows vent termina-
tion at minimum height above roof. UL listed.

DAMPER REGULATOR EXTENSION KITS

For use with insulation. Includes shaft extension with
locking screw and damper regulator extension. 

Unit # 9999001

QUADRANT REGULATORS

Plated steel construction with die-cast handle. Fully assembled with set-
screws and lock washer.

Unit # 3697001

PIPE SUPPORTS
Model 1.5

Flashings, Vent Caps & Pipe SupportsFor supporting roof-mounted gas pipes, electrical conduit or mechanical
piping. Polycarbonate resin construction; compensates for thermal
expansion and contraction of pipe, preventing damage to roof.

Unit # 3697002 PIPE SUPPORTS
Model 3R

Roller bearing design for supporting roof-mounted gas pipes, electrical
conduit or mechanical piping. Polycarbonate resin construction; compen-
sates for thermal expansion and contraction of pipe, preventing damage
to roof.

No. Desc.
For Pipe
Dia. In.

BVENT-4EF Standard 4
BVENT-6EF Standard 6
BVENT-8RFT Tall cone 8
BVENT-10RFT Tall cone 10

For Pipe Dim. In.
No. Dia. In. A B

BVENT-10C 10 15-3/4 7-1/2

For Pipe Dim. In.
No. Dia. In. A B

BVENT-4CW 4 6-3/4 4-3/8
BVENT-6CW 6 9-7/8 5-3/4
BVENT-8CW 8 12-7/8 7

Standard Tall Cone

No.
Stand-Off

In.
EXT SHAFT KIT 1-1/2

For Ext. Shaft
No. Type Sz. In.

RP-4C Square 3/8
RP-5CR Round 1/2

Max. Pipe
Sz. In. Max. Base

No. ID OD Load Lbs. Dim. In.
MIRO-1.5 1.5 1-9 80 6 x 6

Max. Pipe
Sz. In. Max. Base

No. ID OD Load Lbs. Dim. In.
MIRO-3R 3 3.75 100 7 x 7
47To view specific product and submittal information, visit
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