
Ceiling Diffusers & Flexible Duct
Unit # 2192001 CEILING DIFFUSERS
Round – AirMate™

Ceiling Diffusers & Flexible DuctFeatures concentric ring design for maximum
performance; ideal for variable air volume (VAV)
systems. Steel construction with white finish.

Diffusers – Model 800

Butterfly Dampers – Model 800D
Controls volume without restricting perfor-
mance. Galvanized steel construction with
removable operator.

Unit # 2828001 FLEXIBLE AIR DUCT
Insulated –  Series 18

For use in air
distribution sys-
tems, connect-
ing ducts, room
inlets or termi-
nal devices.
Puncture-resis-
tant. Features
flexible corru-
gated aluminum
core with water-
tight lock seams,
wrapped in fiber-

glass insulation blanket with metalized polyester
jacket. Bends easily; maintains shape without
sagging. Max. velocity 5000 FPM. 8-ft. length.
R-value 4.2. UL 181 compliant.

Unit # 2828002 FLEXIBLE AIR DUCT
Insulated – Series 30

For use as supply or return duct in low to
medium pressure systems, or as connection to
mixing boxes, diffusers, room inlets or terminal
devices. Puncture-resistant. Features encapsu-
lated steel wire helix core  wrapped in multiple
layers of fiberglass insulation with metalized
polyester jacket. Max. velocity 5000 FPM. 25-ft.
length. UL 181 compliant.

Unit # 2828003 FLEXIBLE AIR DUCT
Insulated – Series 70

For use as supply or return duct in low to
medium pressure systems, or as connection to
mixing boxes, diffusers, room inlets or terminal
devices.  Features encapsulated steel wire helix
core  wrapped in fiberglass insulation blanket
with puncture-resistant gray polyester jacket.
25-ft. length. Max. velocity 5000 FPM. R-value
4.2. UL 181 compliant.

No.
Dim. In.
Dia. x H

800-06 6 x 1-1/16
800-08 8 x 1-1/4
800-10 10 x 1-1/2
800-12 12 x 1-1/2
800-14 14 x 1-3/4

No.
For Diffuser

Dia. In.
800D-06 6
800D-08 8
800D-10 10
800D-12 12
800D-14 14

Think of Tom Barrow Co.
for all your product 

needs!

No.
Dia.
In.

ATCO18-06 6
ATCO18-07 7
ATCO18-08 8
ATCO18-09 9
ATCO18-10 10
ATCO18-12 12
ATCO18-14 14
ATCO18-16 16

No.
Dia.
In.

#030 – R-Value 4.2
ATCO30-06 6
ATCO30-08 8
ATCO30-10 10
ATCO30-12 12
ATCO30-14 14
ATCO30-16 16
ATCO30-18 18
ATCO30-20 20

#031 – R-Value 8.0
ATCO031-06 6
ATCO031-07 7
ATCO031-08 8
ATCO031-09 9
ATCO031-10 10
ATCO031-12 12
ATCO031-14 14
ATCO031-16 16
ATCO031-18 18

#036 – R-Value 6.0
ATCO36-04 4
ATCO36-05 5
ATCO36-06 6
ATCO36-07 7
ATCO36-08 8
ATCO36-09 9
ATCO36-10 10
ATCO36-12 12
ATCO36-14 14
ATCO36-16 16
ATCO36-18 18

No.
Dia.
In.

ATCO70-04 4
ATCO70-05 5
ATCO70-06 6
ATCO70-07 7
ATCO70-08 8
ATCO70-09 9
ATCO70-10 10
ATCO70-12 12
ATCO70-14 14
ATCO70-16 16
ATCO70-18 18
ATCO70-20 20

No.
Dia.
In.
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Flexible Duct & Accessories
Unit # 1011002 FLEXIBLE DUCT
Insulated – Type MKE

Flexible Duct & AccessoriesThermally insu-
lated for use in
low and medium
pressure heating
and cooling  sys-
tems.  Bi-direc-
tional reinforced
metalized vapor
barrier.  Acousti-
cally rated black

CPE core is permanently bonded to coated
spring steel wire helix and supports a thick blan-
ket of fiberglass insulation. Mold, mildew and
flame resistant. 25-ft. length.  UL181 listed;
NFPA 90A & 90B compliant. 

Unit # 1011001 FLEXIBLE DUCT
Noninsulated – Type SLD

For use in low- and
medium pressure
heating and cooling
systems. Features
metalized film lami-
nate permanently
bonded to spring
steel wire helix. Mold,
mildew and corro-
sion resistant. Easily
shaped to fit oval
inlets and connections. Pressure rating +10” to -
1” WG; velocity rating 5000 FPM. 25-ft. length.
UL181 listed; NFPA 90A & 90B compliant.  

Unit # 3687003 FLEXIBLE DUCT
Non-Insulated – Type NI55

Features aluminum foil, fiberglass and alumi-
nized polyester laminate construction. Pressure
rated to +6” and -4” w.g.  Rated velocity 4000
FPM.  Operating temperature -20°F to 250°F.
UL 181 Class 1 listed.

Unit # 3687005 FLEXIBLE DUCT
Acoustical – Type 8M

For low- to medium-pressure HVAC systems
requiring mid-range sound levels. Acoustically
transparent insulation permits sound to pene-
trate duct wall. Pressure rated to +6” and -4”
w.g.  (18” diameter rated to -1” w.g.). Rated
velocity 4000 FPM.  Operating temperature
-20°F to 250°F. R-value: 6.0. 25-ft. length. UL
181 Class 1 listed.

Unit # 9999003

DUCT WRAP

Thick blanket of glass fiber with a vapor barrier
on one side which prevents condensation and
thermally insulates.

Unit # 1012001 DUCT WRAP

For use on ducts, pipes, return air duct pans,
refrigeration equipment and crawlspaces, as
acoustical insulation or water heater jacketing.
Helps stop heat loss and provides barrier
against radon and vapor. Lightweight. Resists
mold and mildew. Environmentally safe; installa-
tion does not require respirator or protective
clothing. Thermal rating of R-5.6 with spacer, R-
4 without spacer. Meets federal and state build-
ing codes.  ASTM certified.

Unit # 1012006 DUCT WRAP SPACERS

Required with HVPB duct wrap to achieve max-
imum R-value rating.

No.
Pressure Rating

In. W.G.
Dia. 
In.

R-4.2
MKE-04 +10 / -1 4
MKE-05 +10 / -1 5
MKE-06 +10 / -1 6
MKE-07 +10 / -1 7
MKE-08 +10 / -1 8
MKE-09 +10 / -1 9
MKE-10 +10 / -1 10
MKE-12 +10 / -1 12
MKE-14 +6 / -1/2 14
MKE-16 +6 / -1/2 16
MKE-18 +4 / -1/2 18

R-6.0
MKE-06-R6 +10 / -1 6
MKE-08-R6 +10 / -1 8
MKE-10-R6 +10 / -1 10
MKE-12-R6 +10 / -1 12
MKE-14-R6 +6 / -1/2 14

No.
Dia.
In.

SLD-04 4
SLD-05 5
SLD-06 6
SLD-08 8
SLD-10 10
SLD-12 12
SLD-14 14

No.
Lgth.

Ft.
Dia.
In.

NI55-04 25 4
NI55-06 25 6
NI55-08 25 8
NI55-10 25 10
NI55-12 25 12

No.
Dia.
In.

FLEX-8M-06 6
FLEX-8M-08 8
FLEX-8M-12 12
FLEX-8M-14 14
FLEX-8M-16 16
FLEX-8M-18 18

No.
Dim. In.

W x Thick.
Lgth.

Ft.
TBC-4WRAP 48 x 2 75

No.
Dim. In.

W x Thick.
Lgth.

Ft.
HVPB48050 48 x 5/16 50

No.
Dim.
W x L

Linear
Ft./Roll

Rolls
Per Case

HVSP0202506 2” x 25’ 25 6
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