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PERFORATED CEILING DIFFUSERS
Star Pattern — Lay-In — Model PSS

Generates high induction pattern for
maximum throw at lower noise and
pressure drop levels than curved-
blade designs. Features heavy-
gauge steel backpan with hinged per-
forated face (3/16" holes on 1/4” stag-
gered centers). Airflow pattern can be
adjusted for side or corner blow, hori-
zontal or vertical. 24" x 24" flush face.
White.

CEILING DIFFUSERS

Square — Non-Insulated — Models TMSA, TMS & TMSAA

Three-cone design provides 360° hori-
zontal discharge and protects ceiling
from streaks and smudges. Maintains
effective room air distribution in variable
air volume (VAV) systems. Cones feature
one-piece die-stamped construction with
no corner joints; inner cones remove as
single unit for cleaning. White finish.
Fixed Discharge. Horizontal pattern
only.

Adjustable Discharge. Features mov-
able vanes for changing pattern from
horizontal to vertical.

Steel Diffusers

Neck Discharge Mount. Neck Face
No. Dia. In. No. Type Type Dia.In. Size In.
Steel Face TMSAF3-06/24 Adjustable Lay-In 6 24 x 24
PSSF3-06/24 6 TMSAF3-08/24 Adjustable Lay-In 8 24 x 24
PSSF3-08/24 8 TMSAF3-10/24 Adjustable Lay-In 10 24 x 24
PSSF3-10/24 10 TMSAF3-12/24 Adjustable Lay-In 12 24 x 24
PSSF3-12/24 12 TMSAF3-14/24 Adjustable Lay-In 14 24 x 24
PSSF3-14/24 14 TMSAF3-15/24 Adjustable Lay-In 15 24 x 24
PSSF3-16/24 16 TMSF1-06/12 Fixed Surface 6 12x 12
Aluminum Face TMSF1-08/12 Fixed Surface 8 12x 12
PSSAA3-06 6 TMSF1-10/24 Fixed Surface 10 24 x 24
PSSAA3-08 8 TMSF1-12/24 Fixed Surface 12 24 x 24
PSSAA3-10 10 TMSF3-06/12 Fixed Lay-In 6 12 x 12
PSSAA3-12 12 TMSF3-06/24 Fixed Lay-In 6 24 x 24
PERFORATED CEILING PANELS TMSF3-08/12 F?Xed Lay-In 8 12 x 12
Return — Lay-In TMSF3-08/20 F!xed Lay-In 8 20x 20
For return/exhaust applications. Features TMSF3-08/24 Fixed Lay-In 8 24 x 24
heavy gauge steel connstruction With” perfo- TMSF3-10/20 Fixed Lay-In 10 20 x 20
ggreedd I:Igfl?erfsc?ns(?e(lllgd :;g)%?arggcg/;atitﬁgs_ TMSF3-10/24 Fixed Lay-In 10 24x24
Series PAS and PDS supply diffusers. White. TMSF3-12/24 Fixed Lay-In 12 24 x 24
Size TMSF3-14/24 Fixed Lay-In 14 24 x24
No. In. TMSF3-15/24 Fixed Lay-In 15 24X 24
PXP-1224 12 x 24
PXP-2424 24 x 24 Aluminum Diffusers

CEILING DIFFUSERS
Adjustable — Model 250AA

Designed for ceiling, high and low side
wall installations with variable air vol-
ume. Adjustable louvers for optional
discharge patterns. Aluminum con-
struction.

Disch. Duct
No. Pattern  Size In.

250AA5-0606 4 Way 6 x6

250AA5-0804 1 Way 8x4

250AA5-0808 4 Way 8x8

250AA5-1006 1 Way 10x6
250AA5-1008 1 Way 10x 8
250AA5-1010 4 Way 10x 10
250AA5-1206 1 Way 12x6
250AA5-1208 1 Way 12x8
250AA5-1212 4 Way 12x 12
250AA5-1406 1 Way 14x6
250AA5-1408 1 Way 14x8
250AA5-1414 4 Way 14 x 14

Discharge Mount. Neck Face

No. Type Type Dia. In.  Size In.
TMSAAF3-06/24 Fixed Lay-In 6 24 x24
TMSAAF3-08/24 Fixed Lay-In 8 24 x24
TMSAAF3-10/24 Fixed Lay-In 10 24 x24
TMSAAF3-12/24 Fixed Lay-In 12 24 x24
TMSAAF3-14/24 Fixed Lay-In 14 24x24
TMSAAF3-15/24 Fixed Lay-In 15 24x24
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CEILING DIFFUSERS
Square — Insulated —
Models TMSI & TMSIAA

Three-cone design for lay-in applications. Pro-
vides 360° horizontal discharge and protects
ceiling from streaks and smudges. Maintains
effective room air distribution in variable air vol-
ume (VAV) systems. Cones feature one-piece
die-stamped construction with no corner joints;
inner cones remove as single unit for cleaning.
Includes factory installed R-6 foil-backed insula-
tion blanket. 24” x 24” face. White.

Steel Diffusers

CEILING DIFFUSERS
Lay-In — Model TMQ

Features 4-cone design. Face measures 24" x

OPPOSED-BLADE DAMPERS
Series D75

Gang-operated
design. Three
sets of blades
distribute air
evenly. Adjusts
from face side of
diffuser. Can be
mounted directly
to diffuser before
installation;
requires #8 sheet
metal screws
(not included).

24”. Steel construction with white enamel finish. Dia. Ht.
Duct No. In. In.*

No. Dia. In. D75-06 6 4-1/16

TMQF3-06 6 D75-08 8 4-15/16

TMQF3-08 8 D75-10 10 4-13/16

TMQF3-10 10 D75-12 12 6-5/8

TMQF3-12 12 * With blades open.

TMQF3-14 14

SLIDING-BLADE DAMPERS
Series D100

Neck
No. Dia. In.
TMSIF3-06/24 6 -
TMSIF3-08/24 8 |
TMSIF3-10/24 10 For use in flexible duct or where height is lim-
TMSIF3-12/24 12 ited. Gang-operated design; blades slide at right
14 | angles o aon. Mouni n difucer neck fush
TMSIF3-15/24 15 of diffuser.
Dia.
Aluminum Diffusers No. In.
Neck D100-06 6
No. Dia. In. D100-08 8
TMSIAAF3-06/24 6 D100-10 10
TMSIAAF3-08/24 8 D100-12 12
TMSIAAF3-10/24 10 D100-14 14
TMSIAAF3-12/24 12
TMSIAAF3-14/24 14

OPPOSED-BLADE DAMPERS
Series AG75

Gang operated
design. Mounts
directly into duct
above diffuser
neck. Damper
can be adjusted
from face side of
diffuser.

Note: Not rec-
ommended for
use with flexible
duct.

Dia. Ht.
No. In. In.*
Three Sets of Damper Blades
AG75-06 6 4-1/8
AG75-08 8 5
AG75-10 10 5-7/8
AG75-12 12 6-3/4
Four Sets of Damper Blades
AG75-14 14 3
AG75-15 15 3-1/4
AG75-16 16 3-5/8

* With blades open.

Not all the products we carry are listed

in this catalog.

If you don’t see what you're looking for,
please contact your local branch

for assistance.

To view specific product and submittal information, visit

www.tombarrow.com



Ceiling Diffusers
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ARCHITECTURAL CEILING DIFFUSERS
Lay-In — OMNI

For variable air volume (VAV) systems. Provides tight, horizontal 360° air
pattern for effective distribution over wide range. Features curved back-
pan and removable face panel with radiused edges. White.

Ceiling Diffusers

Tom Barrow Company
Delivering HVAC Solutions

CEILING DIFFUSERS
Round — Model TMR

For heating and cooling applications.
Three-cone design provides 360° horizon-
tal discharge. Pattern can be altered by
adjusting position of two inner cones; posi-
tion 1 provides maximum capacity, while
position 2 provides increased air induc-
tion. Steel construction with white finish.

Dia. In.

No. Duct OA
TMR-06 6 11-1/8
TMR-08 8 14-3/4
TMR-10 10 18-1/4
TMR-12 12 22
TMR-14 14 26

Duct Ceiling Module
No. Dia. In. Dim. In.
27-Ga. Steel CEILING DIFFUSERS
OMNI-0612 5 12 x 12 Louvered Face — ModelsTDC & TDCAA
OMNI-0624 6 24 x 24
OMNI-0812 8 12 x 12
OMNI-0824 8 24 x 24
OMNI-1024 10 24 x 24
OMNI-1224 12 24 x 24
OMNI-1424 14 24 x 24
OMNI-1524 15 24 x 24
Aluminum
OMNI-AA-0624 6 24 x24 Designed to visually complement modular ceilings. Provides consistent
OMNI-AA-0824 8 24 X 24 flow pattern throughout CFM range; ideal for use in variable air volume
10 2axaa | (VAY)systems. 22iga, meta border it removable core. Whie finish
OMNI-AA-1224 12 24 x 24 Adjustable Discharge. Features movable vanes for changing pattern
OMNI-AA-1424 14 24 % 24 from horizontal to vertical.
Steel Diffusers
P \% Discharge Mount. Neck
) No. Type Type Size In.
% é TDCF1-0606 Fixed Surface 6x6
TDCF1-0909 Fixed Surface 9x9
Center TDCF1-1212 Fixed Surface 12x 12
o TDCF1-1515 Fixed Surface 15x15
TDCF3-06 Fixed Lay-In 6 (Dia.)
_ TDCF3-0606 Fixed 4-way Lay-In 6x6
e ot b e % BO. | ToCF308  ines & (0ia)
) TDCF3-0909 Fixed 4-way Lay-In 9x9
Accessories TDCF3-10 Fixed Lay-In 10 (Dia.)
No. Desc.
OMNI-DBC Directional blow clip TDCFs-12 Fixed Lay-In 12 (Dia.)
TDCF3-1212 Fixed 4-way Lay-In 12x 12
TDCF3-14 Fixed Lay-In 14 (Dia.)
TDCF3-1515 Fixed Lay-In 15x 15
Not all products are TDCF3-16 Fixed Lay-In 16 (Dia.)
available at all branches. TDCF3-1818 Fixed Lay-In 18 x 18
C tact | b h TDCF6-0606 Fixed Beveled drop face 6Xx6
ontactyou r. OC.a. ranc TDCF6-0909 Fixed Beveled drop face 9x9
for availabil Ity' TDCF6-1212 Fixed Beveled drop face 12x 12
TDCF6-1515 Fixed Beveled drop face 15x 15
TDCF6-1818 Fixed Beveled drop face 18 x 18
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Ceiling Diffusers, Grilles & Dampers

Aluminum Diffusers
Discharge Mount. Neck [ ]
No. Typeg Type Size In. @T’ tus
TDCAAAF3-0606 Adjustable Lay-In 6Xx6
TDCAAAF3-0909 Adjustable Lay-In 9x9 DOOR RETURN GRILLES
TDCAAAF3-1212  Adjustable Lay-In 12x12 Model T700L
TDCAAAF3-1515 Adjustable Lay-In 15x 15
TDCAAAF3-1818 Adjustable Lay-In 18 x 18
TDCAAF1-12/4 Fixed 4-way Surface 12 x 12
TDCAAF1-15/4 Fixed 4-way Surface 15x 15
TDCAAF1-6/4 Fixed 4-way Surface 6 X6
TDCAAF1-9/4 Fixed 4-way Surface 9x9
TDCAAF3-06 Fixed Lay-In 6 (Dia.)
TDCAAF3-0606 Fixed Lay-In 6X6 For use in doors and partitions. 20-ga. V-shaped steel blades block vision
Layin 8 (D) _ | 204 nerease, srength, Countersunk screw holes for 49, sheet metl
TDCAAF3-0909 Fixed Lay-In 9x9 ;
TDCAAF3-10 Fixed Lay-In 10 (Dia.) No. S|Inz_e
TDCAAF3-1212 Fixed 3-way Lay-In 12 x 12 T700L-1212 12 % 12
TDCAAF3-14 Fixed Lay-In 14 (Dia.) T700L-1408 14x8
TDCAAF3-1515 Fixed Lay-In 15x 15 T700L-1414 1Tax14
TDCAAF3-1818 Fixed Lay-In 18 x 18
TDCAAF6-0606 Fixed 4-way  Beveled drop face 6 X6 T700L-1616 16 x 16
TDCAAF6-0909 Fixed 4-way Beveled drop face 9x9 T700L-1812 18x 12
TDCAAF6-1212 Fixed 4-way Beveled drop face 12x 12 T700L-1818 18 x18
TDCAAF6-1515 Fixed 4-way Beveled drop face  15x 15 T700L-2412 24x12
TDCAAF6-1818 Fixed 4-way  Beveled drop face 18x 18 T700L-2418 24x18
T700L-2424 24 x 24
Aluminum Border Only
Size
No. n. OPPOSED-BLADE DAMPERS
TDCAABO-0606 6Xx6
TDCAABO-0909 9x9 Model AG95
TDCAABO-1212 12 x 12
TDCAABO-1515 15x 15
Core Only
Discharge Size
No. Type In.
TDCCO-6/1 1-Way 6X6
TDCCO-6/2 CRNR 2-Way, corner blow 6Xx6
TDCCO-6/2 OPP 2-Way, opposing 6x6
TDCCO-6/3 3-Way 6 X6
TDCCO-9/1 1-Way 9x9 For use with Series PAS and TDC diffusers. Lever operated; blades regu-
TDCCO-9/2 CRNR 2-Way, corner blow 9x9 late airflow and ensure even air distribution. Steel construction with mill
TDCCO-9/2 OPP 2-Way, opposing 9x9 finish. Measures 2-3/8" D. Mounts directly to diffuser neck using sheet
S CCO9I3 3 Way 9x0 metal screws (not included). <
TDCCO-12/1 1-Way 12 x 12 No. |Inz_e
TDCCO-12/2 CRNR 2-Way, corner blow 12x 12 AG95-0606 6x6
TDCCO-12/2 OPP 2-Way, opposing 12 x 12 AG95-0808 8x8
TDCCO-12/3 3-Way 12 x 12 AG95-0909 9x9
TDCCO-15/1 1-Way 15x 15 AG95-1010 10 x 10
TDCCO-15/2 CRNR 2-Way, corner blow 15x 15 AGO5-1212 2 x12
TDCCO-15/2 OPP 2-Way, opposing 15x 15 AGO5.1515 15x 15
TDCCO-15/3 3-Way 15x 15 AGO5-1818 16 x 18
TDCCO-18/1 1-Way 18 x 18
TDCCO-18/2 CRNR 2-Way, corner blow 18 x 18 AG95-2210 22x10
TDCCO-18/2 OPP 2-Way, opposing 18 x 18 AG95-2222 22x22
TDCCO-18/3 3-Way 18 x 18
To view specific product and submittal information, visit 5

www.tombarrow.com



Ceiling Diffusers

METALAIRE.
CEILING DIFFUSERS
Square — Directional — Series 5700

Provides tight 360° discharge pattern. T-bar lay-
in design for use in standard 15/16” wide tees.
Core removes without tools. White finish.

Neck Face
No. Dia. In. Size In.
Steel
5700-6-06/12 6 12x 12
5700-6-06/24 6 24 x 24
5700-6-08/12 8 12x 12
5700-6-08/24 8 24 x 24
5700-6-10/24 10 24 x 24
5700-6-12/24 12 24 x 24
5700-6-14/24 14 24 x 24
Aluminized Steel
5700-6AS-06 6 24 x 24
5700-6AS-08 8 24 x 24
5700-6AS-10 10 24 x 24
5700-6AS-12 12 24 x 24
5700-6AS-14 14 24 x 24
Aluminum

5700-6-AL-06 6 24 x 24
5700-6-AL-08 8 24 x 24
5700-6-AL-10 10 24 x 24
5700-6-AL-12 12 24 x 24
5700-6-AL-14 14 24 x 24
5700-6-AL-15 15 24 x 24

CEILING DIFFUSERS
Square — Adjustable — Series 5700A

CEILING DIFFUSERS
Square — Directional — Series 5750

| - il

Provides tight 360° discharge pattern. T-bar lay-
in design. Single panel Uni-Flow face removes
without tools. White.

Neck Face
No. Dia. In. Size In.
Steel
5750-6-6/12 6 12x 12
5750-6-6/24 6 24 x 24
5750-6-8/12 8 12x 12
5750-6-8/24 8 24 x 24
5750-6-10/24 10 24 x 24
5750-6-12/24 12 24 x 24
5750-6-14/24 14 24 x 24
Aluminized Steel

5750-6AS-06 6 24 x 24
5750-6AS-08 8 24 x 24
5750-6AS-10 10 24 x 24
5750-6AS-12 12 24 x 24
5750-6AS-14 14 24 x 24

CEILING DIFFUSERS
Directional — Louver Face — Series 5500

Tom Barrow Company
Delivering HVAC Solutions

CEILING DIFFUSERS
Directional — Louver Face — Series 5000

For high-capacity and variable air volume (VAV)
applications. Features straight deflector blades
without horizontal lip. Spring-loaded latches
allow core removal. Extruded aluminum core
with white finish.

Duct
No. Size In.

V-Beveled Drop Surface Mounting

5000-2-0606 6x6

5000-2-0909 9x9

5000-2-1212 12x 12
T-Bar Lay-In

5000-6-0606 6x6

5000-6-0909 9x9

5000-6-1212 12x12

CEILING DIFFUSERS
Round — Fixed — Series 3100

Features high-capacity 2-cone design with low-
profile flush face. White.

& e Dim. In.
T-bar lay-in design for high induction and vari- Nom. Neck  OA  Ceiling
able air volume (VAV) applications. Features No. Sz. Dia. Dia. Open.
removable core with fixed louvers. Horizontal lip Alumi
on deflector blades allows longer throw dis- uminum
tances. T-bar module measures 24" x 24" 3100-06 6 5-3/4 16-5/8 11
Neck 3100-08 8 734 1658 11
No. Size In.
Aluminum — Square Neck 3100-10 10 9-3/4 22-3/16 17
-6- 3100-12 12 11-3/4 22-3/16 17
Provides tight 360° discharge pattern, adjust- 5500-6-0606/2424 6x6
able from horizontal to vertical. Steel construc- | 5500-6-0909/2424 9x9 3100-14 14 13-3/4 29-1/4 22
tion. T-bar lay-in design for use in standard | "5500-6-1212/2424 12x12 | 3100-16 16 15-3/4 29-1/4 22
15/16” wide tees. Face measures 24" x 24"
Core removes without tools. White finish. 5500-6-1515/2424 15x15 Steel
Neck 5500-6-1818/2424 18 x 18 3100S-1-06 6 5-3/4 16-5/8 11
No. Dia. In. Steel — Round Neck . 3100S-1-08 8  7-3)4 16.5/8 1
570°A'6'06;24 6 gggg:'g'g: gga; 3100S-1-10 10 9-3/4 22-3/16 17
5700A-6-08/24 8 -6- ia.
- 3100S-1-12 12 11-3/4 22-3/16 17
ST00A-6-10124 10 05005610 100®@) | 05114 14 1334 2004 22
5700A-6-12/24 12 5500S-6-12 12 (Dia.) - ) )
5700A-6-14/24 14 5500S-6-14 14 (Dia.)
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